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RPKI Notes
ROV
Implementation|Adj-RIB-In ROV behaviour Notes
Cisco 10S-XE No VRP update triggers a Worka.round.|s tg ’Eurn on “soft-
route-refresh reconfiguration in
Cisco 10S-XR No VRP update triggers a Worka'roundlls tp Eurn on “soft-
route-refresh reconfiguration in
Adj-RIB-In can be turned off by “set
Juniper JunOS Default VRP update handled locally |protocol bgp group keep none” as
described here
Bird 2.0.8 ? handles VRP updates “rpki reload on” is default in 2.0.8 as
locally described here
Arista EOS Default l\(/)Fél;:Jypdated handled Adj-RIB-In can be turned off
FRR 8.1 ? ? ?

Back to Home page

From:

https://bgp4all.com/pfs/ - Philip Smith's Internet Development Site

Permanent link:

https://bgp4all.com/pfs/rpki?rev=1637796674

Last update: 2021/11/24 23:31

Philip Smith's Internet Development Site - https://bgp4all.com/pfs/


https://www.juniper.net/documentation/us/en/software/junos/bgp/topics/ref/statement/keep-edit-protocols-bgp.html
https://www.juniper.net/documentation/us/en/software/junos/bgp/topics/ref/statement/keep-edit-protocols-bgp.html
https://bird.network.cz/?get_doc&v=20&f=bird-3.html#proto-rpki-reload
https://bird.network.cz/?get_doc&v=20&f=bird-3.html#proto-rpki-reload
https://bgp4all.com/pfs/start
https://bgp4all.com/pfs/
https://bgp4all.com/pfs/rpki?rev=1637796674

	RPKI Notes
	ROV


